INSTRUCTION MANUAL 


Thank you for purchasing this printer. We hope you will read and familiarize 
yourself with this manual for efficient printer use and long service life. This 
printer offers the following two features. 


1) 24 dot thermal matrix printing for clear, easy-to-read characters. 


2) Calculator function enables use as a calculator with printer. 


NOTE 

“This equipment generates and uses radio frequency energy and if not 
installed and used properly, that is, in strict accordance with the manufacture’s 
instructions, may cause interference to radio and television reception. It has 
been type tested and found to comply with the limits for a Class B computing 
device in accordance with the specifications in Subpart J of Part 15 of FCC 
Rules, which are designed to provide reasonable protection against such in- 
terference in a residential installation. However, there is no guarantee that in- 
terference to radio or television reception, which can be determined by 
turning the equipment off and on, the user is encouraged to try to correct the 
interference by one or more of the following measures: 

— — reorient the receiving antenna 

— — relocate the computer with respect to the receiver 

— — move the computer away from the receiver 

— —plug the computer into a different outlet so that computer and re- 

ceiver are on different branch circuits. 

If necessary, the user should consult the dealer or an experienced radio/ 
television technician for additional suggestions. The user may find the fol- 
lowing booklet prepared by the Federal Communications Commission helpful: 

“How to Identify and Resolve Radio-TV Interference Problems”. This 
booklet is available from the US Government Printing Office, Washington, 
D.C., 20402, Stock No. 004-000-00345-4. 
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Operating procedures 


Carrying handle 
Space bar 

Code key 

Shift key 

Shift lock key 
Tabulator key 
Shift lamp 

Margin release key 
Second shift key 
Tab clear key 

Tab set key 

Right margin set key 
Left margin set key 
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Mode selector 27 
Line space selector 28 
Repeat key 29 
Insert key 30 
Delete key 31 
Cursor left key 32 
Cursor right key 33 
Cassette ribbon 34 
Display 35 
Cassette cover 36 
Paper holder 37 
AC power adaptor jack (DC 6V) 38 
Power switch 39 


Paper release lever 
Clear key 

Division key 
Multiplication key 
Subtraction key 
Addition key 
Equal key 
Percentage key 
Backspace key 
Return key 
Display adjuster 
Index key 
Reverse index key 


Power sources 


BATTERY INSTALLATION 


(1) Press the two tabs and remove the battery compartment cover. 


(2) Insert four size-D dry cell batteries [IEC designation R20 (Manganese) or 
LR20 (Alkaline Manganese).] 
Make sure the batteries are inserted with the “’+’’ and “—” ends aligned as 
indicated in the battery compartment. 

(3) Replace the battery compartment cover. 


NOTE 1: When the batteries become weak, the “BATTERY” indication will 
light up. When this happens replace all four batteries with new 
ones. 

NOTE 2: Turn off the power switch when the unit is not being used. If 
the unit is not to be used for an extended length of time, or if 
the AC adaptor is to be used for an extended length of time, 
remove the batteries to avoid the chance of fluid leakage. [Be 
aware that even commercially available batteries which are guar- 
anteed may sometimes leak.] 


AC POWER ADAPTOR 
Connect the AC adaptor to the DC6V jack on this printer, and then plug the 
adaptor cord into a wall outlet. 


NOTE 1: Be sure to use the AC adaptor designed for the printer. 

NOTE 2: The batteries will be automatically disconnected from the power 
supply circuit when the AC adaptor is connected. 

NOTE 3: If the printer is not used for extended periods of time, disconnect 
the AC adaptor from both the wall outlet and this unit’s jack. 


Print preparations 


1. Power switch ON 

Turn the power switch ON. The carrier will move to the extreme left side 
and then automatically move to the left margin setting. 

NOTE 1: The followings are automatically pre-set. 


Left Margin ............cc0000 10 position (column) 
Right margin ............006 75 position (column) 
"TabS esas cvesecszeensenavocauesesese 10, 20, 30, 40, 50, 60, 70 position (column) 


NOTE 2: The automatic power-off function will activate and turn the printer 
off if the printer is not used for 10 minutes. (Refer to page 9) 


2. Paper insertion 
(1) Open the paper holder. 


(2) Insert a sheet of paper in the gap in front of the paper holder. 

NOTE 1: Paper selection: 
Most types of SMOOTH FINISH PAPER are acceptable for use 
with this printer. But it is preferable to use our recommended 
plain paper enabling to get best print quality. Rough paper such 
as expensive rag-content paper is not recommended. If you use 
thermal paper, you can print without using the cassette ribbon. 

NOTE 2: The printer cannot make carbon copies. Do not insert two or more 
sheets of paper. 


(3) Press the index key ((_J#) until the paper is fed through. 


(4) Pull the paper release lever forward. 


(5) Straighten and position the paper as required. 


(6) Return the paper release lever. 


3. Paper feed 
To reverse the paper, press the reverse index key (#()). 


4. When printing is over 

Turn the power switch OFF. 

NOTE: When the power switch is turned off, all pre-set margins and tabs will 
be cancelled. 


Replace the printer cover. 
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Features 


Correc- | Calculator 
tions | function 


NO PRINT 
Characters appear in the display 
but are not printed. 


CORRECTION PRINT Characters will 
Enables corrections of text in also be printed 
the display. during correc- 
Characters are printed in the tions if the 15 
order they were input as they character dis- 
exceed the 15 character display | play capacity 
capacity. is exceeded. 
To print everything in the dis- 
play, press the clear key ( (9 ), | Enables calcu- 
return key ( RETURN ), or tabu- lations to be 
lator key ( ‘TaB| ). printed. 


DIRECT PRINT Useful for set- 
Prints each character as it is ting margins and 
input. tabs. 


c 


ne space selector 


Use the line space selector to set the desired space between lines. 


ee 
ee 


Display adjuster 


BATTERY 
Display 


A maximum 15 characters appear in the display at any mode position (NP, 
CP, DP). 


Display adjuster 
Use the display adjuster to adjust the density of characters in the display. 


Turn the display adjuster clockwise for strong, dark characters; turn counter- 
clockwise for light characters. 


Mode indicators 


There is a mode indicator ( A ) on the top and one ( W ) on the bottom of 
the display. The current printer mode and battery condition will be identifi- 
ed by the appropriate indicator illuminating. 


Name( Wa ) Contents when illuminated 
XXX Automatic underline mode 


te BATTERY Replace the batteries if this guidance indication appears. 


Function display 


The following function codes will appear in the display but will not be 
printed. (During the NP and CP modes) 


5. 


Corrections in the 
display 


@ BO Set the mode selector to NP or CP. 


“<= Character corrections 


(1) Press the cursor left key ( => ) and move the cursor to the character to be 
corrected. 
NOTE: The cursor will continue moving to the left if the cursor left key( —) 
is pressed and held down. 
(2) Key in the correct character. 
(3) After the correction is made, press the cursor right key ( = ) and move the 
cursor as far right as it will go. 
NOTE: The cursor will continue moving to the right as long as the cursor 
right key (=> ) is pressed. When the cursor can go no further, the 
alarm will beep. 


Character deletions 


1. Using the delete key (delete to right) 

(1) Press the cursor left key ( (3 ) and move the cursor to the character to be 
deleted. 

(2) The character above the cursor will be deleted when the delete key ( (> ) is 
pressed. 

(3) After the deletion is made, press the cursor right key ( = ) and move the 
cursor to the right end of the display contents. 

NOTE: Hold the delete key ( *“ ) depressed to continue deleting characters to 

the right. 


2. Using the backspace key (delete to left) 

Press the backspace key ( ‘Bs | ) and the character to the left of the cursor will be 

deleted. 

NOTE: Hold the backspace key ( [es}) depressed to continue deleting characters 
to the left of the cursor. 


~- > Character insertions 

(1) Press the cursor left key ( es ) and move the cursor to the space where the 
character is to be inserted. 

(2) Press the insert key ( “5 ). The cursor position will not change but will 
flash in its present position as the display enters the insert mode. 

(3) If the insert key is pressed, the cursor will stop flashing and the insert 


mode will be cancelled. 
(4) Key in the desired character. The character will be inserted to the left of 


the character above the cursor. 
(5) After the insertion is made, press the cursor right key ( =  ) and move 
the cursor to the right end of the displayed contents. 
NOTE 1: Characters can be inserted until the right margin is reached when 
the display is in the insert mode. 
NOTE 2: If there are already 15 characters in the display, characters cannot 
be inserted at the left end. 


6. Special functions 


Alarm 


(1) An alarm will beep six spaces before the right margin is reached and at 
the right margin. 

(2) An alarm will also beep when an invalid operation is performed. If this 
happens, perform the operation again. 


Automatic power-off function 


If a key input is not made for approx. 10 minutes, the automatic power-off 
function will activate automatically turning off the printer to prevent unneces- 
sary battery drainage. 

Press the equal key ( => ) to turn the power back on; the settings made before 
the power was turned off will be retained and valid. (The carrier will not 
move.) 


Paper empty detector 
If the paper supply is depleted, [# FHFER EMFT''] will be displayed, an 


alarm will sound. 
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Chapter 2 


|. Function key. guide 


How to print efficiently 


Key 


Key name 


i 
m m 
<t Fe 2 


SHIFT 


Oo 
eo 
re 


2ND SHIFT 


B ; =n 8 


Cursom leftecscccc-seerecc csr 


Cursor right ...........ccceceeeeee 


Insert mode set/cancel ...... 


DGl6 te se.ccccsecesoxsesxssccsseveseve 


INGLON: cccsecccevensscavenectsevessvete 


SPACE: Dali cccccceus-ceceevascsesses 


Backspace cccccccsscesesces'siessees 


Function Reference page 


Moves the cursor one character space 
to the left. 


Moves the cursor one character space 
to the right. 


Used to insert a character in front (to 
the left) of the character above the 
cursor. Press the key again to cancel 
the insert mode. 


Deletes the one character above the 
cursor. 


Feeds the paper forward. 


Feeds the paper in reverse. 


Used in conjunction with another key 
to print capitals or secondary symbols 
on the key top. Also used to cancel 
the shift lock. 


Used to lock the shift for continuous 
printing of capitals or symbols. 


Used to print special characters, accents, 
and signs indicated on the secondary 
keyboard above the keys. 


Press this key after pressing any of the 
character or function keys (except for 
calculator keys) to repeat the function 
or character of the previously pressed 
key. 


Advances the paper one line and returns 
the carrier to the left margin. 

(When in the CP mode all characters 
in the display are printed before the 
carrier returns.) 


Moves the carrier one space to the right. 
The carrier will move continuously if 
the space bar is held down. 


Moves the carrier one space to the left 
(in DP). Erases one character to the left 
of the cursor in the display. Will 
continue to erase to the left if 
continuously pressed (in CP, NP). 


P.8 
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Key 


Key name Function Reference page 


L MARGIN 


TAB SET 


Code space sciseciesszendeerateves Moves the carrier one space to the right 
(in CP, DP). The carrier will move 
continuously if the space bar is held 
down. 


Code backspace ...............+ Moves the carrier one space to the 
left (in CP, DP). The carrier will move 
continuously if the key is held depressed. 


Left margin ..............ccs00008 Sets the left margin. 
Right margin ..................... Sets the right margin. 
Margin release ............. uses Temporarily cancels the margin setting 


for printing beyond the margin. 


Wald SC caccsssses sscesssssassiavecs Sets tab stops. 
Wab: lear sicecccccsssccescsiccsses Clears a tab stop. 
Tabulator .........ceeeeseeceeseeee Moves the carrier to the first tab stop to 


the right. (All characters in the display 
will be printed before the carrier moves 
to the tab stop when in the CP mode.) 


Auto underline on............. Automatically underlines characters. 
Auto underline off............ Cancels the automatic underline mode. 
Superscript .......csesesceseesees Reverse indexes the paper 1/2 line. (The 


line shift is indicated on the display 
when in the CP mode). 


Subscript ...............0. Advances the paper 1/2 line. (The 
line shift is indicated on the display 
when in the CP mode). 


. 14 


. 14 


. 14 


. 14 


. 15 


. 14 


. 15 


. 15 


. 16 


. 16 
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Capital and 


2. lower case letters 


Type of character How to print 


Depress the shift key (/s#t |) and key in character. 
Capital d NOTE: For continuous using of these characters, press 
rrucie ante the shift lock key (0|a]) to lock the shift. The 
SY MDOIS ON RSY red shift lamp on the left of the shift lock key 
tops (os) will illuminate. To cancel the shift lock, 


simply press either the right or left shift key. 


Lower case letters Simply depress the characters. 


Depress the second shift key ( ) and input the key 

for the symbol or character or the secondary keyboard. 
Special characters, Accents can be used with the characters below. Note 
accents, signs that the accent must be depressed before the character 
(characters on the is. 
secondary key- Accent Works only with 
board) owe — AEIOU aeiou 

~ — AON aon 


‘2ND SHIFT 
t 


The final three characters (or the last character when the cassette ribbon is 
not used) cannot be seen at the printing head. 


Printing line aligns with the red line. 
Center of character 
Printing head 


@ Repeat key 
The character or function (except for calculator functions) of the last key 
Pressed will be repeated when this key is depressed. 

©Self-repeating keys 
The function of the following keys will be repeated when the key is de- 
pressed without using the repeat key. 


DELETE 


a6 Delete key eo ¥ Index key 


< 
Se aoe ey ¢ Es Reverse index key 


> 
Cursor right key 
ae CODE +i Code space 


Backspace key 
Bs CODE Ee Bs | Code backspace 


TAB Tabulator key 


Return key 


2n0C4my 
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3. Layout editing 


© Various layout examples 


[o-oo Right and left margin settings (Refer to page 14.) 
argeeeny WCET LAT RET Lee t------------- 7 Set the left margin with a space between the 
! margin and paper edge. 

! December 15, 1983 Set the right margin with a space between 
| 
M 


baa Ge oes the margin and paper edge. 


214 Central Park Ave. 


New York, N.Y. 10983 
Dear Emily, 


As the year 1983 is coming to an end, I hope to 


renew the correspondence with you. 


I shall always remember your visits to my home. 


7 


It was really a great pleasure to have you in ea 


7 


home and to exchange our ideas on many thing PA 


Zh 


[ror ee eee enn Auto underline (Refer to page 15.) 
H Automatically underlines the characters. 


i] 
' 
TABULATING 


Mexico 


Phillippines Italy 


Netherlands Portugal 


Japan 


New Zealand 


Spain Turkey 


Ro kway: pueden Turkey 
pe reese a eee a Seater ee Tab stop setting (Refer to page 14.) 


Used to align the first letters in each column. 


=65536 SoU Superscripts and subscripts (Refer to page 16.) 


16 


vd Superscript ....... The paper will be reversed 
1/2 line. 

Subscript .......... The paper will be advanced 
1/2 line. 
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L MARGIN 


Space bar 


R MARGIN 


NP CP OOP 


g 


TAB SET 


TAB 


BS 


Margin settings 


Set the mode selector to DP. 


(1) Press the space bar ( E —— | ) [or backspace key ( 8s) )] to move the 
carrier to the position of the right (or left) margin to be set. 


The carrier will stop at the previously set margins and the alarm will sound. 

To set new margins wider than the preset margins, press the margin release 

key (va, ) to release the margin, and then move the carrier. 

NOTE 1: When a new right or left margin is set, the previous respective margin 
will be cancelled. 

NOTE 2: When the power switch is turned off, the margins will be cancelled. 


R MARGIN 


(2) Press the left margin key (E) or right margin key (E>) to set the 
left or right margin. 
NOTE 1: Be sure to set the left and right margins in the different positions. 
NOTE 2: When the power switch is turned on, the left margin is auto- 
matically pre-set in 10 position (column) and the right margin is 
pre-set in 75 position (column). 


Tabulation 


Set the mode selector to DP. 


1. Tab setting _ - = 
(1) Press the space bar (| __ =) or backspace key ( LJ ) to move the 
carrier to the desired tab stop. 


(2) Press the tab set key ( {| ) to set the tab. 

NOTE 1: Several tab stops can be set on a line. It is easier to set the tab stops 
in the DP mode, but they can also be set in the CP mode. If there 
are any characters or spaces in the display when setting tabs in the 
CP mode, the tab stops can only be set after the display is cleared of 
characters and spaces. 

NOTE 2: When the power switch is turned on, tabs are automatically pre-set 
in 10, 20, 30, 40, 50, 60, 70 position (column). 


2. Moving to tab stops ; 
Simply press the tabulator key ( Tap} ) and the carrier will move to the next 
tab stop to the right of the carrier. 


TAB CLEAR 


REPEAT 


R 
E 
T 
U 
R 
N 


TAB 


TAB CLEAR 


3. Clearing all tab stops 
Press the tab clear key (7 |) and then press the repeat key ( [~~ ). All tabs 
will be cleared regardless of the carrier position. 


4. Tab clear 
(1) Press the return key ( return) ) and return the carrier to the left margin. 


(2) Press the tabulator key ( [ras] ) and move the carrier to the desired tab 
stop. 


TAB CLEAR 


(3) Press the tab clear key ( ( _} ) to cancel the tab stop. 
NOTE: When the power switch is turned off, all tabs will be cleared. 


Auto underline 


xs ON 


4). 


(1) Enter the auto underline mode by depressing ( | CODE + 


(2) The “XXX” jndicator will illuminate. 


(3) Characters input in this mode will be automatically underlined. 
NOTE: In the CP mode, characters will be underlined in the order they are 
printed as they leave the 15 character display. 


(4) Cancel the auto underline mode by depressing ( [cove] + (5). (The 
“XXX"" indicator will also go out.) 
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Superscripts and subscripts 


Set the mode selector. 


IN THE NP MODE 
The operations shown in the example below will not be performed. 


IN THE CP MODE 

( + ) or ( * ) will be shown in the display if the index key ( (9 ) or 
reverse index key ( $( ) is pressed together with the ( [cove ) key. When the 
text is then printed, the paper will be advanced or reverse indexed at the 
position in the display. Use of this function enables printing of text as shown 
in the example below. 


IN THE DP MODE 

The paper will be immediately advanced or reverse indexed when the reverse 
index key (#@)) or index key (©1#) is pressed for printing of text as 
shown in the example below. 


Example 10 a? 


Superscripts will always be automatically printed 1/2 line above the text line 
regardless of the line space setting. 


Operating order Fo Ao Fa | Cove +()$ 


Example H,O 


Subscripts will always be automatically printed 1/2 line below the text line 
regardless of the line space setting. 


Oo ti q — = ap grt i — _— {, Cr > 


NOTE: If ('+ {g |) is used, printing will be as shown below, without 
performing the above superscript operation. 


37=9 16*=256 


Chapter 3 


Calculator function 


1. Function key guide 


Key name Function 


CLEAR ssccctsscndicdnndinns This key clears the result of any previously 
performed calculation. In the CP mode, 
figures in the display will be printed before 
the calculator is cleared. 


EQUAL, sccccssssceccsanverevenens Press this key to obtain the final result of 
the calculation. 


x 
oF MULTIPLY wxcincievemmrm Multiplication 
Po BIVIBE secincastcmanosis Division 

+ 
ae ADD scrvosarsncsssovemcssanminss Addition 
os SUBTRAGT sescscandscsssaces Subtraction 


% 
ieadunbustecuseeastiecs Use this key to calculate percentages. 


uv 
m 
a 
i?) 
m 
2 
= 
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How to use the 


"calculator 


NP CP ODP 


Results of calculations will be expressed in a maximum of 10 digits. 


How to use calculator keys 


Set the mode selector to either NP or CP. 


The following keys are used for calculations: 


Numerals 0 ~ 9............... out of normal 44 keys. 
. (decimal point) ............ out of normal 44 keys. 
FH THB vrecesseeseesteeaee use only the arithmetical keys for the calculator. 


To clear the calculator display 


Press the clear key ( (3 ) to clear the display and the result of the previous 
calculation in order to make new calculations. 


NP mode ...........0+5 Only the display is cleared. 

CP mode .............. Characters in the display are automatically printed 
and the display and calculator are simultaneously 
cleared. 


NOTE: If the wrong number is input, use the backspace key ( 8s] ), Cursor 
keys (g jf), insert key ( *") ), or delete key (  ) to correct the 
number. 


Error sign “E” 


An error “E” will appear on the display in the following conditions. 
@in calculations where the whole number consists of 11 or more digits 
@when the answer exceeds 10 digits 

@when numbers are divided by 0. 


When the display flashes in the CP mode 


If numbers in the calculation result start flashing, the flashing numbers 
exceed the right margin and will not be printed on the same line. 


(1) Ifthe flashing numbers Press the cursor left key ( ~ 4) to move the 
are not necessary cursor to the furthest left flashing number, 
and then press the delete key ( /“ ) to delete 
all flashing numbers. 
(2) To print the flashing Press the return key ( RevuRw}). The flashing 
numbers on the next line Numbers can be printed on the next line. 
(3) To print all numbers Use the cursor keys ((= (9) and the delete 
on the next line key ( *“" ) to erase the display and then press 
the return key ( |reuay}). Now press the equal 
key (5) and the answer will reappear on 


the display enabling printing on the next line. 


(4) To print beyond the Press the margin release key ( (mr | ). The dis- 
right margin play will stop flashing and the result will be 
printed beyond the margin when the return 


key ( ) is pressed. 


> Special calculations (%) 
@ Key input order NOTE: (A) and (B) indicate numbers. 


(1) Percentage (2) Premium (3) Discount (4) Ratio (percentage) 
Agw®s® & Agst & AgwsB & A gd Be 
B B B A 
Ax Tar ae KM Ae EI oar B x 100 
2G T= Notes on calculator function use 
Output (example) Actual calculation 
(1) If no operation keys are input before 123 < 456 = 56088 ABCD 


the equal key is input again, the 

result of the previous calculation 

will be displayed. 
(2) If more than one operation key is : 123 + — +22=2706 : (=123X 22) 

input, the function of the first input :; : 

operation will be performed. 


ABC 123 CDE = 56088 


(3) If (A) + (operation) (=) is input, 123 =15129 = 123 x 123) 
(A) + (operation) + (A) will be : 123+ 456 X =335241 : (=(1234+ 456) x (123+ 456)) 
calculated. 
(4) Tabs, spaces, characters and commas: No.20 ABC $ 50000 x 60PCS=3000000 =: (=5000060) 
are not included in calculations. ; 
If numbers are input with a tab, the : 123 456 x 789 ( TAB) ) 567 = 258552 i (=456 x 567) 
number following the tab will have: 
priority and will be used in the : 123, 456 X 789 = 359784 | (= 456X789) 
calculation. : 


3. Calculations 


eeeeeee ee 


ey PEE NTE ME: PASTE 


eee ee 


NOTE 1: The printer always calculates in the order numbers and operations are input, regardless of parentheses 
and other letters or symbols. Accordingly, be sure to input mixed calculations from the operations in 
parentheses first: e.g. (3+ 4) x 2=14 

NOTE 2: If the above example was input as 2 x (3 + 4), the result will be = 10 


19 


Sse es 


——] 


Insert the characters or symbols into the calculation before printing and the result will be printed as shown 
above. 


oe ile le eb eis 


Correct the result in the display before printing. Note that rounding is manually performed. 


Change modes as shown below in order to print the result of a calculation without showing the calculation 
itself. 


oO} 
Shift lock 


NP mode 


SBEBeeabass & a8 


This procedure is convenient for inserting calculation results into sentences or tables when the calculation 
itself need not be shown. 


APPENDIX 


(1) After moving the carrier to the center, 
press slightly with your thumbs on the tab 


positions of the transparent cassette cover 
and lift to open. : . ie 
Cassette ribbon 


NOTE: ‘Spam « camette Sette Hbbons 
can be stored inside 
the cover. 


(2) Remove the cassette ribbon. 


Ribbon 
Printing head 


(3) Place a new cassette ribbon on the carrier, 
and press down on the center of the cassette. 


NOTE: Make sure the printing 
head is behind the 
ribbon. 


(4) Turn the cassette knob counterclockwise 
(in the direction of the arrow on the 
cassette) to take the slack out of the 
ribbon. 


(5) Close the cassette cover. 
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: Precautions! Please carefully note the following for longer printer service life. 


1) Do not clean the printer, cover, or keys with alcohol, thinner, or other 
organic solvents as they may damage the printer. Periodically wipe the 
printer with a dry cloth. 


2) Do not drop paper clips or other metal objects in the printer as they may 
cause seriously damage to the printer. 


3) Do not use the printer in areas exposed to high heat or humidity, in areas 
with excessive dust, in direct sunlight, or rain. 


4) Be sure to always replace the cover when the pirnter is not in use. 
5) If the printer is not used for extended periods of time, or if the AC adaptor 


is used for extended periods, remove the batteries to prevent possible 
damage to the printer from battery leakage or corrosion. 


6) If the printer is not used for extended periods of time, disconnect the AC 
adaptor from both the wall outlet and this unit’s jack. 


SPECIFICATIONS 


No. of keys 44 

Printing speed 16 character/sec. 

Paper width 8.7" maximum 

Printing width | 8.4" maximum 

No. of characters/line 80 

Printing method 24 x 18 thermal-dot matrix 

Ribbon Cassette 

Display 15-digit LCD (7 x 5-dot matrix) 

Calculator function 4 basic arithmetic functions, and percentage 
calculation 

Paper Smooth plain, or thermal 

Power source 4 size-D dry cell batteries, or AC current 
with AC adaptor 

Dimensions 13.2” (W) x 10.5” (D) x 2.2’' (H) 

Weight 5.3 Ibs. (incl. batteries) 


Specifications are subject to change without notice. 


A 
GAVANIMN sa cncas caccccccacessssespesvenieh os tascotwcestnsvecsistysease 9 
AUTO UNICORN. encss<cerecssesarstecccccevcxeevesstes 11,13, 15 
Automatic power-off function ................ccccceeee 4,9 
B 
Back:SOaCeissrcccsscarceccrsrevarsvecronnni tear vereerecetes 8, 10 
Cc 
Galeulator KEW... 2cco tessa nese ctaceacesescsechecesncsonneees 18 
Capital and lower case letters ..........ccccceceesseeeeee 12 
CaSSOtte FID DONE crsscccocsscecectvesceveccesessscosacsesees 125-21 
Character COMeCtiONnS: <esicccssccscsecsesessscavetssacsvaveuse 8 
Character Geletions .c.c-cceccancecsccrsasccsascsrecesacteczcans 8 
Character IMSONTIONS)..ccccrccoeccesercicsssscsscsoescenesccees 8 
GlOaKOW ness ccncarecstevectcaccocsocceusevesssnsasteseveucecees 17, 18 
GOde backspace viccccicscecccaccavscsconcsseavsevcaeosescees 11,12 
COdGSACC cacassaviccievesasczcceccvesesteachssovnsestindiees 11,12 
GUISOTOTU cccssseracrcccncsscaccascsessesaveesecnuscecceesees 8, 10 
GUSONINIGHIE. ccccssccesceverecceeccesssaevrviesterysceoveseiens 8, 10 
D 
Displavaececrcccarecccaccru cucu setertestccraeveconticcecssrsnenteaess 7 
DISMlAY GCjUSTEN c.cccccccsasseavercovsccvecsevenasevscsvecttesse 7 
E 
Equal KEN ieaceacoecevecs ves teececceerececceescecareceuvesteeeeee 17 
EGO SIGN Eo ccscccacsecocsecvcessactcoctneaceerescunestans 18 
F 
UNCON GISDIAY crcccctcauscenseessecaccrsbavasccscococtacacoss 7 
Function key guide (How to print 
BTRIGIOMUV ivsccccuccceoseceeseesescencssccucccucesvesces 10~11 
Function key guide (Calculator function) ......... 17 
I 
IG OXAK CY ccsvcrscccecesctvsusccosnecsetsosseancaer cencteeenee 4,10 
L 
Lie 'SPaGe SCIECTON véceeccicacacacseveoeveccsenscccocccsecesess 6 
M 
MGR GIMervesccves-coccccss<savestervecscececcccevsrseesves eve 11, 13, 14 
WOE INGICAtOIS) x secenecvessensccavcaecssiuccsecaverveovecesasvs 7 
MODE selector nstesccccsacxevscevests etieceeasveasssecasvacsact 6 
oO 
Overflow (if the characters 
Gisplayed DINK) ..ciccpepscvecensesscocsccencsosssassesenes 18 
P 
Paper insertion and paper feed ..............cceseeeee 4~5 
Percentage calculation ....scesevecss-sccssass<sva-ccecees 19, 20 
POWEPr-SOUNCOS aiccivcsncsy sis osssevevesceecessceseesveviervereses 3 
ROWER SWICIN eecees coreceneaee sees cereccaccneoreeeweeee cance 4~5 
PUtentinig: MEAG ss <cccseccsversesecscacesesnesevacavecerecstces 12,21 


R 
PREP C a Gree erence ee 10, 12 
ROU ere rece mecevcctsreaeaec starsat cocoon erreeenes 10, 12 
FREVORSO! INGOX soc co scsectaccaccssvectecsausvevedsevsrextessers 5,10 
S 
S@COnal SHITE eee cccews co sczcecesevavenscocevasscenesuversor 10, 12 
SHUT OCK: secercs ccetecccoaweanceareecneeentoe es eareeen eas 10, 12 
AS ATL Siete Pe APES er er DS RRR AoE PEERED GRR 10, 12 
SPAaCe) Dal eesscsceatccsrereeevarccecatecserecssvent riacerseeeseries 10 
SUBDSGHIP EC eaceverecscees seceeccadacucesecs coveex eoreneone 11,13, 16 
SUDEFSCHIDE asc ceciccocscescsexessavesvcetasescecuetsavess 11,13, 16 
T 
MAU At OMe eeees cccerecosees ces cetacaeavecaaeccenccssere 11,13, 14 


23 


ACCESSORY ORDER FORM 


Dear Customer: 


Please use this order form when ordering accessories for your printer. 
Please enclose check or money order. All prices include spipping and handling charges. 


PRICE TOTAL 


PLAIN PAPER (500 SHEETS) 


BLACK THERMAL PAPER (200 SHEETS) 


CASSETTE RIBBON (3 PACK) 


SHIPPING LABEL 


SUB TOTAL 
BROTHER INTERNATIONAL CORP. : 

f TYPEWRITER DIVISION : NEW JERSEY AND 

P.O. BOX 159 : CALIFORNIA 

PISCATAWAY, NJ 08854 ‘ RESIDENTS ADD 

' : APPLICABLE SALES TAX 

‘alc TOTAL 
ADDRESS 


: Above pricing subject to change without notice. 
CITY, STATE, ZIP : For any further information on these accessory 

: items, call toll free 800-526-3537, except in the 
state of New Jersey call 800-592-6064. 


Printed in Japan 
597541011 


